JVIAD L U

PIPER

CLASSIC AIRPLANES
INSPECTION REPORT

-2 SERIES CUB
NE-1, L-4 SERIES CUB
SERIES COUPE
5, J-5C, L-14, AE-1, HE-1 SERIES CUB CRUISER
CUB SPECIAL
UPER CRUISER

ARELNI W N~NRllIorCn

S

FAMILY CRUISER
AND PA-17 VAGABOND
PA-16 CLIPPER

J
J-3,
J-4
J-9,
PA-11
PA-12
PA-14
PA-15

NOTE

This inspection report provides recommendations for an inspection
program per requirements of FAR Part 43 and Advisory Circular 91-60
[The Continued Airworthiness ol older Airplanes).

This is a comprehensive inspection report designed to encompass
more than one model airplane. 1t will be neccessary 1o determine
which inspection item is applicable to the particular airplane

being inspected.
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PIPER AIRCRAFT CORPORATION
INSPECTION REPORT

TH!S FORM MEETS REQUIREMENTS OF FAR PART 43

Make Model J-2,J-3,J4.4-5,J-5C, L-14, | Serial Registration
CLASSIC AIRPLANES AE-1, HE-1, PA-11,-12,-14,-15,-16.-17 | No. No.
Circle Type of Inspection (See Note) § Perform inspection or operation at each of the §
0 1000 Annual =3 IS inspection intervals as indicated by a circle . 3
o W AR TR Y vaciele O |o1gig|8|8
— D |~ ]| ® (DRESN NN R g
DESCRIPTION = DESCRIPTION S
31. Overhaul or replace vacuum pump
A. PROPELLER GROUP if applicable (See Note 8) ...................... 0
. 32. Inspect Venturi Installation ................. ... 0|]0}0
1 Insc?ect spn‘nno_afr:nd“(t:):g:(eplate for damage ololoto 33. Inspect throttle, carburetor heat, and mixture
2 ?n secg{lg, ! f ‘:p icks ndcracks """"""" olololo controls for trave! and operating condition ...... 0j0}0
; lnspect ades or ni ti a brack tsf“r‘ d ma """ 34. Inspect exhaust stacks, connections and
3. ns:ect spinner mounting brackets for da ge olololo gaskets (Replace exhaust gaskets as required}... |01 01 O[O
and security .......... SRR 35. Inspect muffler, heat exchanger and baffles ... .. 0|00
4. Inspect propellgr mounting bolts and safety 36. Inspect exhaust stack braces................... 0l0}0
{Check quque if safety is broken) .. ............. 0]010 37. Inspect breather tube for obstructions and
5. Recondition propeller or overhaul (See Note 5) .. (o] SECUMLY « v e oo s et et ololo
B. ENGINE GROUP 38. Check cylinder compression {Ref. AC43.13-1A).. 0l0}|0
. L 39. Inspect cylinder for cracked or broken fins ...... ojoj|o
CAUTION:  Ground Magneto Primary Circuit 40. !.rr::gect cZalrr\.\kcase to.rrc.ragks leaks and
befo_re working on engine. olololo security of seambolts .......... ...l oloj|o
1. Remove engine cowl .o EERRERRRS 41. Inspect wiring to engine and accessories.
2. Clean and inspect cow_hng for cracks, dis- Replace damaged wires and clamps.
tortion and loose or missing fasteners .......... 0|00 Inspect terminals for security and cleanliness
3. Drainoil sump (See Note 6).................... 0|0]0|0 if app|icab|e .................................. 0|0|0
4. Clean suction oil strainer at oil change (Inspect 42. inspect engine mounts for cracks and loose
strainer for foreign particles, See Note 6)....... 0|0} 0}0 TYOUNTINGS -« - e e e eee e eiaee e ololo
5. Clean pressure oil strainer {Inspect strainer for 43. Inspect rubber engine mount bushings
foreign particles) ................ PR TR TR PR 00|00 (S€Q NOE 8) -+~ o e erae e ololo
6. Inspect oil temperature sender unit for leaks 44. Inspect all engine baffles for damage and
and securi(y .................................. 0|0]|0 SECUTITY « v v v e e sttt ololo
7. inspect oil tines and fittings for leaks, security, 45. inspect condition of fire wali seais.............. 0|00
chafing, de‘nts and crack; (See Note 7) """"" 0{0|0 46. Inspect condition and tension of generator or
8. Clean and inspect ol radiator cooling fins for alternator drive belt if applicable ............... oi{oi0
damage, if appllcab’g Tesrererr it MR 01010 47. Inspect condition of generator or alternator
9. Remove and flush oil radiator if applicable . ..... 01010 and starter if applicable............. ool 0l0|0
10. Filt engine with oil per Engine Manufacturer .... | 0| 0100 48. Lubricate all controls ololo
Il g SIAVA . Lubricate allcontrols .........oovviiiionan
11, Clean engine ...........c..eooiicieenenenon s Ci0iC 49 Complete overhaul of engine or replace with
12. Inspect condition of spark plugs (Clean and factory rebuiit (See Note 8) .................... (¢]
adjust gap as required, adjust per Engine 50. Reinstall enginecowl........... .. ... ... ... 0o|0|0
Manufacturer recommendations) . .............. 010]|0
13. Inspect ignition harness and insulators {High C. CABIN GROUP
tension leakage and continuity) ................ 0|0|0 I L L
14. Check magneto points for proper clearance 'r 1. inspect cabin entrance, doors, baggage
per recommendations of Engine Manufacturer .. (] NORNe compartment dqor and wmdo_ws for
15. Inspect magneto for oil seal leakage ............ o|0of0 damage, operation and security ................ 0]0]|0
16. Inspect breaker felts for proper lubrication ...... o|0jo 2. Inspect all plexiglas for cracks.................. 0|0|0
17. inspect distributor block for cracks, burned 3. Inspect upholstery for tears ..............ouene 0ol0]0
areas or corrosion, and height of contact 4. Inspect seats, seat belts, security brackets 1ol
springs if applicable . ...t ololo and bolts ......... RERRERERES: REEERPITERREE PR 0|00
18. Check magnetos to engine timing .............. 010}0 5. Inspect trim operation and adjustment.......... 0j0|0
19. Overhaul or replace magnetos (See Note 8) ..... [o) 6. Inspect rudder pgdals .......................... o|o{o
20. Check valve clearance per Engine 7. Inspect control stick, torque tube, pulieys and
Manufacturer recommendations. ............... olo|0O cables................ R PR R EERPERRR ojolo
21. Remove air filter and clean (Replace as 8. Inspect flap lever for adjustment and safety
FEQUIFEA) « vt etee et ojol0]|0 if applicable .................... e ojoilo
22. Drain carburetor and clean inlet line fuel 9. Inspect controls for‘ ease of operation........... 0ojo|0
SHFAINGT ...\t iiae ittt ieeeeiiineans o|o|o|o 10. Check landing, navigation, cabin and
23. Inspect condition of carburetor heat air door instrument lights if applicable........ SRR o|0]|0
ANA BOX .« et e e olojo 11. Inspect fuse box for burned out fuses if
24. inspect intake seals and hoses for leaks applicable .......... SRR TR R R R olo|o
. and clamps for tightness.............c....oovuenn oloj0 12. Inspect instruments, Iupes and attac_:hments ..... ojo|0
25. Remove drain and clean fuel filter bowl and 13. Inspect gyro operated instruments if
screen {Drain and clean every 90 days.)......... o|0|0]0 applicable (Overhaul or replace as required)..... ojo|o
26. Inspect condition of flexible fuel and primer 14. Replace filters on gyro horizon and directional
FABS e v vvv i aeree e en e et o|o|o gyro if applicable ... ojo|o
27. Replace flexible fuel lines (Every 5 years) ....... 0 15. !?spef' e:ﬂ“’"'”e vacuum regulator filter oloio
28. Inspect fuel system forleaks ................... 0j0|0 it applicable ........ ERERERER R EREERREEEEE s
29. Inspect and lubricate fuel selector vaive 16. Inspect altume}er (Calibrate aItlAmeter system in
if applicable ......oeivreeiie s ololo accordance with FAR 91.170, if appropriate.). ... ojojo
. 17. Inspect operation of fuel selector valve if
30. Inspect vacuum pump, lines and separator "
if @pPHCADIE ...ttt ololo applicable (See Note 9) .................oovvens ojojo
Owner

Continued on reverse side




.

6.

ITGUR FUGT LU NI 11U e 1w

L 111 T TR T
Inspect aileron and if applicabie flap cables,
turnbuckles, guides and pulleys for safety.
damage, corrosion and operation ...............

L.

INSPECL 1dll SKIU NS0l 11 appnuavie
for cracks, corrosion and security...............

. Lubricate all pivot points where applicable ......
. Install fairings and shock cord covers ...........




